FUSE AND FUSE HOLDER

®d5.2x20 Glass Tube Fuse Series

KLS5-1035/1036 ©5.2x20 Glass Tube Fuse (Fast Blow) Series
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ELECTRICAL CHARACTERISTICS
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RATING Blowing Time
100% 4 hours Min
135% 1 hours Max
200% 5 sec Max
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ORDER INFORMATION

Product NO.: KLS5-1035-XXXX

Part Number

Rated
Carrent

Rated
Voltage

Part No.

125V/250V

1036-0100 100mA

150mA

200mA

300mA

350mA

500mA

700mA

800mA

1.2A

1.5A

1.8A

2.5A

3. 15A

4A

6A

TA

10A

15A

1036-0150 125V/250V

1036-0200 125V/250V

1036-0300 125V/250V

1036-0350 125V/250V

1036-0500 125V/250V

1036-0700 125V/250V

1036-0800 125V/250V

1036-1200 125V/250V

1036-1500 125V/250V

1036-1800 125V/250V

1036-2500 125V/250V

1036-3150 125V/250V

1036-4000 125V/250V

1036-6000 125V/250V

1036-7000 125V/250V

1036-10000 125V/250V

1036-15000 125V/250V
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Rated
Carrent

Rated
Voltage

Part No.

125V/250V

1035-0100 100mA

150mA

200mA

300mA

350mA

500mA

700mA

800mA

1.2A

1.5A

1.8A

2.5A

3. 15A

4A

6A

TA

10A

15A

1035-0150 125V/250V

1035-0200 125V/250V

1035-0300 125V/250V

1035-0350 125V/250V

1035-0500 125V/250V

1035-0700 125V/250V

1035-0800 125V/250V

1035-1200 125V/250V

1035-1500 125V/250V

1035-1800 125V/250V

1035-2500 125V/250V

1035-3150 125V/250V

1035-4000 125V/250V

1035-6000 125V/250V

1035-7000 125V/250V

1035-10000 125V/250V

1035-15000 125V/250V

Rated Carrent
Lead Type:1035=With Lead 1036=No Lead

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information




