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Electrical
Current Rating: 3.0A Max
Voltage: 100 VAC
Contact Resistance: 40m§) Max
Insulation Resistance: 100MQ Min.
Mechanical
Operating Temperature:-30°C 70O +85°C.
Insertion Force : 5N 20N
766 Unmating Force: 8N 20N
\ 256 Durability:10000 Cycles
- ‘ ] .
H Order Information
~+ ~
E m N o (I - L-KLST- 5467
S
NN
B NN i Type C
Il Female Connector
SIS
| MF——+
0.75 755:015 | 48041160
2.86
‘ 316
S
% S | 3 QQ\ ;q At |anD B12|GND
S ™ o~
N ~
— ﬂé{@ @l A4 |vBus B9 |vBUS
e BB A5 |cCt
0 T > %Wg% 0 46 |oP1 87 |onz
L . 3 iﬂi " A7 |ow1 86 [oP2
— — lgg@j — | 85 [cc2
0.75:0.05 I A9 |vBus B4 |vBUS
0.50 !
2.86+0.05 A12|Gvp 81 |GND
Pin |Signal Name | Pin | Signal Name
TOLERANCE Description: | USB Type C Female CONN.
5 Cover Stainless Steel; Nickel plated RECOMMENDED PLB LAYOUT X 2030 |prosection | @1 P ,
4 Type C MD High Temperature Plastic,Black,UL 94 V-0 GENERAL TOLERANCE:+0.05 XX +0.20 |UNITS mm 14P SIDE DIP R/A,Padd/ng 2.6mm
3 CENTER PIECE | Stainless Steel; R ~ XXX +0.10 | SHEET A4 KLS P/N: | KLS1-54617
2 Type C Terminal| Copper Alloy,Au /Nickel plated PLB Thickness 1.0 1.2mm X 12° Draw: Daniel
1 Shell High Temperature Plastic,Black X z21° Check: Daniel e \in gBO KLS ELECTRONIC [0, LTD.
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