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RoHS Compliance Material & SPEC,
A 1.Shell Material: PPO,PA66 ULS4LV-0
78 I 26.00 Z.Insulation Materials:  PPS, High Temperature 260°C
—13.5— 3.Contact: Brass,Gold-plated
4.Insulation resistance: 2000MQ
5.Number of poles: 2717 poles
J 6.Coupling: Threaded
N - 7.Termination: Solder
A 8.IP Rating: P68
9.0urability: 500 mating cycles
—“ 10. Temperature Range: -25°C +80°C
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B /P68 Connector type
| r: Female Socket for Flange
- 'er Number of poles: 2’12 poles
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SECTION A-A PANEL CUT-0UT
Solder contact arrangement and spec
] g P Match Connector
Number of 2 3 4 54 58 5¢ 7 9 2
contact
F = = o i KLS15-W21A1
Male c{Jnfacf 606 g % O O4 giu?é 50605 ci 8 51 ﬁfgég%g
face view 403 Os 30, © 3 Og© o ot 101 o1
N R(‘;’;Ed currenf | 394 304 304 304 | 304754 154 154 54 54
Contact 628x2
G | Diameter $2.8x2 | 928x3 | B28x4 | 928x5 | 552 | 018x5 | @18x7 | #1.0x9 | #10x12
Rated voltage
(AC.V) 500V 500v 500V 500v 500V 500v 500V 500V 400V GENERAL TOLERANCE PROJECTION 4@—6- Description:
| | Test voltage X +0.05 UNITS mnm W21 CONN, Solder,
(ACV) 1 min 15oov | 1500v 1500V | 1500V | 1500V | 1500V 1500V | 1500V 1200V o 002 sweeT sz | A4 |Female Socket for Flange, P68
Contact KLS P/N: KLS15-W21A3-XX
P resistance m§ ! 1 ! 1 5,1 25 25 5 5 Draw: | Daniel  |2018-08-27
Wire size solder <4.17/11 Check: | Daniel  |2018-08-27 Kt5 :
mm2/AWG | &I/ | <407/11 | <4.17/11 | <4.77/11 |<0.785/18| <2/146 | <2/14  |<0.785/18|<0.785/18 SCALE | 11 SHEET | QR V950 KLS ELECTRONIC LO.LTD.
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